








PerIPHerAL FIXeD, ISoLATeD ToP CoVer 
reduces noise

eLeCTroNIC LIFT PUMP 
eliminates leaks and offers superior durability 
and easy starting

INTegrAL oIL  CooLer 
eliminates leak paths

INTegrAL reAr eND oIL  SeAL 
prevents leaks

oPeN ToP DeCK BLoCK 
reduces noise and improves cooling 

SUMP eDge MoLDeD CArrIer gASKeT 
prevents leaks

HIgH CoNTACT rATIo/geAr TrAIN 
reduces noise

CroSS-FLoW CYLINDer HeAD 
enhances performance and reduces emissions

geAr-DrIVeN SeA WATer AND JACKeT 
WATer PUMPS 
improve durability (fail-safe operation)

500-HoUr SerVICe INTerVAL 
reduces service costs

100% BLoCK LoADINg CAPABILITY AND 
300% SHorT CIrCUIT CUrreNT 
needed to start big loads like air conditioning units

CLoSeD CrANKCASe VeNTILATIoN 
eliminates crankcase fumes

INTegrAL STeeL DrIP PAN WITH BASe 
maintains clean engine room

FeATUreS &
BeNeFITS



C4.4 geNerATor SeT PACKAgeS

MCS Approved Packages

The C4.4 generator set is available direct from our factory in Marine 
Classification Society (MCS) approved packages. These packages 
meet MCS requirements for manned and unmanned engine room 
applications, including emergency application, and come with 
certification documentation. The single-source consistency and 
standardized quality of the MCS program provides streamlined 
procurement, installation, and servicing with:

• Factory completion of torsional vibration calculations and 
installation of alarm, shutdown, and all mechanical additions

• Complete factory testing 

• Controlled packaging environment

• Easier shipyard installation with no re-packaging required 

• Simplified servicing with established component and packaging 
standards

optional Attachments

• On-board spars and tool kit 

• AC circuit breaker

• Siphon break

• Instrumentation

• Duplex secondary fuel filter

• Governor droop kit 
(enables paralleling with 
appropriate customer 
supplied switchgear)

• Remote expansion tank kit

• Double wall fuel lines

• Flexible fuel lines

• Primary fuel filter with water 
separator

• Space heater kit

• Remote start/stop panels

• Air starter

• Jacket water heater

MCS Control Panel



Sound Enclosures
Durable sound attenuation enclosures are available on keel-
cooled and heat exchanger C4.4 arrangements, including the 
MCS-approved packages. An integral or remote control panel 
offers advanced engine control and monitoring capabilities. 
Enclosure design also enables convenient access to the entire 
generator set. 

Sound Attenuation 
enclosure (MCS shown)

  eNCLoSeD NoISe LeVeLS

 TYPe rATINg SPeeD Db(A)*

 DINA 38 ekw – 50 Hz 1500 rpm 72.9

 DIT 51 ekw – 50 Hz 1500 rpm 67.8

 DITA 69 ekw – 50 Hz 1500 rpm 70.3

 DITA 86 ekw – 50 Hz 1500 rpm 71.9

 DINA 44 ekw – 60 Hz 1800 rpm 75.1

 DIT 58 ekw – 60 Hz 1800 rpm 71.6

 DITA 76 ekw – 60 Hz 1800 rpm 71.8

 DITA 99 ekw – 60 Hz 1800 rpm 72.5

*Average Sound Pressure Level at 1 meter and 100% load.

  eNCLoSUre DIMeNSIoNS – ALL rATINgS

 Length 1750 mm (68.9 in)

 Height 1215 mm (47.8 in)*          

 width 1000 mm (39.4 in)

*Does not include remote-mounted air filter or electronic control panel.



Specifications
I-4, 4-Stroke-Cycle-Diesel
Displacement — L (cu in)..................................................  4.4 (269)
Bore — mm (in).................................................................  105 (4.13)
Stroke — mm (in)..............................................................  127 (4.99)

Refill Capacity — L (U.S. gal)
	 Cooling System (engine and expansion tank)
		  Heat Exchanger- & Keel-Cooled...........................  16.5 (4.36)
		  Radiator Cooled........................................................  17.5 (4.62)
	 Lube Oil System.............................................................  8.5 (2.25)

Oil Change Interval..........................................................  500 hours

Dimensions
Naturally Aspirated
	 Length — mm (in).....................................................  1422 (55.98)
	W idth (with mounting brackets) — mm (in)...........  700 (27.56)
	 Height* — mm (in)....................................................  1010 (39.80)

Turbocharged
	 Length — mm (in).....................................................  1529 (60.20)
	W idth (with mounting brackets) — mm (in)...........  700 (27.56)
	 Height* — mm (in)....................................................  1055 (41.50)

Turbocharged-Aftercooled
	 Length — mm (in).................................  1529-1589 (60.20-62.56)
	W idth (with mounting brackets) — mm (in)...........  724 (28.54)
	 Height* — mm (in)....................................................  1132 (44.60)

*Caterpillar height dimensions do not include remote-mounted air 
filter or electronic control panel.

c4.4 generator sets

Dimensions
Front View

Right Side View

Top View


